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 Shelving Extrusions

Installation Instructions

S
helf K

its fo
r 1/4" and

 5/16" (6 and
 8 m

m
) T

hick G
lass

(1) length of S
helf E

xtrusion

(1) pair of m
atching finish E

nd C
aps

(1) length of S
ilicone C

ushion

(1) length of P
V

C
 S

pacer w
ith A

dhesive 

[only used for 1/4" (6 m
m

) glass]

S
helf K

its fo
r 3/8" (10 m

m
) T

hick G
lass

(1) length of S
helf E

xtrusion

(1) pair of m
atching finish E

nd C
aps

(1) length of S
ilicone C

ushion

96" (2.4 m
) lengths of Shelf Extrusion 

com
e w

ith the follow
ing:

E
xtrusio

ns fo
r 1/4" and

 5/16" (6 and
 8 m

m
) T

hick G
lass

(1) length of S
ilicone C

ushion

(1) length of P
V

C
 S

pacer

E
xtrusio

ns fo
r 3/8" (10 m

m
) T

hick G
lass

(1) length of S
ilicone C

ushion

N
O

T
E

:
E

nd C
aps for 96" (2.4 m

) lengths m
ust be ordered separately.

IM
P

O
R

TA
N

T
- C

R
L

recom
m

ends only tem
pered glass

be used w
ith

S
helf E

xtrusions

C
R

L 18" (457 m
m

),24" (610 m
m

),and 36" (914 m
m

) 
S

helf K
its contain the follow

ing parts:

c
rla

u
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n
c

e
.c

o
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a

x (800) 262-3299
A
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C
om

plete Installation
S

tep
 6: If using 1/4" (6 m

m
) thick glass in S

helf 

K
it designed for 1/4" and 5/16" (6 and 8 m

m
) 

glass, rem
ove release liner from

 R
igid P

V
C

 

S
pacer and install under top lip of E

xtrusion.

S
tep

 7: Install S
ilicone C

ushion into Low
er 

F
ront E

dge of E
xtrusion.

S
tep

 8: Insert m
atching finish E

nd C
aps 

into each end of E
xtrusion.

S
tep

 9: C
lean and install tem

pered 

glass shelf into extrusion slot.

G
uidelines for G

lass S
ize 

and W
eight C

apacity:
G

lass S
ize 

M
axim

um
 depth of shelf m

ust not exceed 12" (304.8 m
m

). It is 

recom
m

ended that the glass shelf not extend m
ore than 6" (152.4 m

m
)

beyond either end of the S
helf E

xtrusion.

W
eig

ht C
ap

acity

1/4" (6 m
m

) S
helf K

its: W
eight m

ust not exceed 13 pounds (5.9 kg)

per linear foot.

3/8" (10 m
m

) S
helf K

its: W
eight m

ust not exceed 18 pounds (8.1 kg)

per linear foot.
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M

ark and D
rill R

em
aining H

oles for S
helf E

xtrusions
R

eco
m

m
end

atio
n fo

r N
um

b
er o

f Fasteners and
 R

eq
uired

 H
o

les: 

18" (457 m
m

) and
 24" (610 m

m
) K

its -

(1) #8x2-1/2" S
crew

 and 

(2) 3/16" (4.7 m
m

) x 3" (76.2 m
m

) long Toggle B
olts

36" (914 m
m

) K
it -

(3) #8x2-1/2" S
crew

s or
(2) #8x2-1/2" S

crew
s and 

(2) 3/16" (4.7 m
m

) x 3" (76.2 m
m

) long Toggle B
olts

W
hen Installing Longer Lengths of S

helf E
xtrusion

#8x2-1/2" S
crew

s should be installed into each w
all stud the entire 

length of the E
xtrusion to achieve recom

m
ended w

eight capacities. 

It w
ill take (2) 3/16" (4.7 m

m
) x 3" (76.2 m

m
) long Toggle B

olts to equal 

the holding strength of (1) #8x2-1/2" S
crew

 installed into a w
all stud.

N
O

T
E

:
F

asteners should be spaced evenly but never less than 6" 

(152.4 m
m

) apart. Install screw
s into w

all studs 

w
henever possible.

S
tep

 4: M
ark location of rem

aining 

holes and drill.

Install R
em

aining 
S

crew
s and Toggle B

olts
S

tep
 5: U

se #8x2-1/2" S
crew

s to the right or left of the center screw

w
henever studs are available. If there are no w

all studs to the right or

left of center, Toggle B
olts should be installed in lieu of #8x2-1/2"

S
crew

s. D
rill 1/2" (12.7 m

m
) diam

eter holes into dry w
all for installation

of toggle B
olts. N

O
T

E
: D

O
 N

O
T

U
S

E
 W

A
LL

A
N

C
H

O
R

S
.Tighten fas-

teners securely, but do not over tighten.
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Tools needed for installation:
• Tape M

easure 

• E
lectric D

rill

• 1/4" (6 m
m

) Tw
ist D

rill B
it 

and 1/2" (12 m
m

) S
pade B

it

• P
hillips or F

lat H
ead S

crew
driver

• B
ubble Level

D
eterm

ine the Location for 
Installation of S

helf
S

tep
 1: Locate w

all stud. M
ark the center of the 

E
xtrusion over the nearest w

all stud. 

D
rill C

enter H
ole in E

xtrusion
S

tep
 2: E

xtrusions have horizontal guidelines 

indicating w
here holes should be drilled. U

sing 

1/4" (6 m
m

) drill bit, drill hole in line w
ith the w

all

stud closest to the center of E
xtrusion.

A
ttach E

xtrusion to W
all

S
tep

 3: U
sing #8x2-1/2" S

crew
, fasten E

xtrusion 

loosely through center hole into w
all stud. D

o not 

tighten E
xtrusion against w

all; allow
 for E

xtrusion

to be rotated. P
lace level on front edge of

E
xtrusion to m

ake certain E
xtrusion is straight 

and level. M
ark both ends.

c
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• P
encil

• #8x2-1/2" F
lat H

ead S
crew

s

(C
R

L
C

at. N
o. 8X

212F
H

P
S

M
S

)

• 3/16" (4.7 m
m

) diam
eter x 3" 

(76.2 m
m

) long Toggle B
olts

(C
R

L
C

at. N
o. 70333)
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